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FABIA 12D DUCTABLE AIR STOVE — TECH. DATA

Wood pellet stove for space heat only

Option to duct heat into one additional room

Average Thermal Heat Input (Min — Max): 5.2 — 12.3kW
Performance Efficiency (Min — Max): 90.20 — 93.50%
Nominal Overall Power Yield (Min — Max): 4.8 — 11.2kW

Approx. Heating Capacity — Poor Insulation: 75m3 — 180m3

Approx. Heating Capacity — Good Insulation: 230m3 — 540m?3

Pellet Consumption (Max — Min): 0.6 — 2.5kg/hr

Pellet Tank Capacity: 16kg

Approx. burn time (Max — Main): 6.5 — 26.5hrs

Flue Outlet Diameter: 80mm

Electrical Requirement (working): 150W

Electrical Requirement (starting): 300w

Net Weight: 88kg

Dimensions (H x W x D): 1,013 x 470 x 480mm

Specifications & products are indicative only, may differ from those shown and
may change at any time & without notice. E & OE.
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Optional flue exit to the rear or the top 170 ‘ 150

Available in a selection of colours: charcoal, red or / \
white with black sides, top & door Your trusted local dealer:

Contemporary, sleek design
Large viewing glass
Timed and thermostatic controls

Remote control as standard

vV V.. v v Vv

Optional remote access control through wi-fi and K j
smartphone app
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